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The loss of potential revenues due to PV system fail-
ures should be taken into consideration when the system’s 
life cycle cost predictions are calculated. We demonstrate 
a procedure for quantifying the effects of inverter failures 
(as most dominant) on total lifetime PV system energy 
production, and investigate the suitability of several in-
verter configurations based on criteria of total lifetime en-
ergy output and life cycle costs. The overall PV system 
performance penalty due to inverter failures depends on 
several factors, such as the reliability characteristics of the 
inverter, inverter configuration and repair time. Using 
Monte Carlo analysis, a performance-adjusting coefficient 
that accounts for these factors is proposed, and a straight-
forward analysis for determining the optimal inverter con-




In conventional energy sources, failure-related dam-
ages are limited to repair costs. When the generating unit 
is idle, no fuel is consumed, and production resumes when 
failure is cleared. In PV systems, the fuel is free and every 
time the system is non-operational, the possibility for en-
ergy production (and revenues) is lost. The loss of poten-
tial revenues is important, since the large initial investment 
for a PV system is usually compensated by the price paid 
(or avoided to be paid) for electricity during the lifetime of 
the system. In evaluating the payback time and energy 
price per kWh generated by such system, the system is 
usually assumed to work without interruptions. PV systems 
are highly reliable, but like any complex system, they may 
fail. Neglecting the effects of those failures may lead to 
unreasonably optimistic performance and life cycle cost 
predictions. Studies [1,2] have shown that the majority of 
PV system failures may be attributed to inverter failures, 
and in this paper, we demonstrate a procedure for quanti-
fying the effects of inverter failures on total lifetime PV 
system energy production, and investigate the suitability of 
several inverter configurations based on criteria of total 
lifetime energy output and life cycle costs. 
 
We consider the following inverter configurations: 
 
a) Single inverter system 
b) System with N identical smaller inverters (N times 
smaller rated power), each connected to a portion of 
the system (string) corresponding to its capacity. 
c) System with N identical smaller inverters (N times 
smaller rated power), connected to the entire system 




In the case of a single inverter (case a), we expect a 
certain number of failures F during the lifetime of the sys-
tem. When the inverter is operational, its output is equal to 
its input reduced by conversion losses, and when it is non-
functional, the total output is zero. In the case of multiple 
string inverter system (case b), we expect N times more 
failures, but each particular failure would just reduce the 
overall conversion ability of the system, and will not shut-
down the entire system since the remaining (N-1) inverters 
will continue to operate. Since the expected number of 
failures is N·F, but each failure reduces the system's con-
version ability by N times smaller amount, the total ex-
pected lifetime energy production is the same in both 
cases. Multiple-inverter configuration, however, improves 
the reliability of the system, since each particular failure 
does not lead to total system failure. Note that throughout 
the paper we assume that all inverters, regardless of their 
size, have the same conversion efficiency, failure charac-
teristics and that the repair time is distributed in the same 
way. The larger the discrepancies in inverter capacities, 
the larger is the potential for discrepancies in these char-
acteristics, however, the inclusion of these discrepancies 
may not present difficulties in the numerical approach pre-
sented further in the text. 
 
Instead of having a dedicated inverter per section of 
the PV array, inverters can be connected in parallel (case 
c), effectively sharing the total conversion load. When one 
inverter fails, depending on the instantaneous total DC 
power, remaining inverters may process part, or even all 
the power that was being converted through the failed 
inverter. The PV inverter has to be able to handle maxi-
mum (or close to maximum) expected DC power at its 
input terminals. Due to the nature of the solar energy con-
version process for Silicon-based solar cells, the maximum 
solar cell DC power output (and inverter input) is expected 
under circumstances such as a combination of high insola-
tion and relatively low temperature, which is not likely to 
occur often. Therefore, a PV inverter works most of the 
time at power levels significantly lower than its rated 
power. Moreover, the inverter's conversion efficiency de-
pends on its fractional loading, defined as a ratio of the 
input power to its nominal DC rating, as shown in Fig. 1. 
The inverter size is chosen so that its cost and inverter-
related losses are minimized, i.e. its nominal power should 
be as small as possible, to provide high conversion effi-
ciency during normal operation, while not too small in or-
der to minimize revenue losses when its input power has 
to be limited. There is no need for additional circuitry that 
will protect the inverter when its input power is higher than 
its rated power. At those times, the maximum power point 
tracking algorithm simply moves the inverter away from 
the maximum power point, maintaining the input power at 
the rated power. 
 
Fig. 1a). shows a typical histogram of the DC power 
expected at the inverter input terminals over a period of 
one year. Inverter efficiency curve is superimposed, show-
ing the misalignment between the actual power being 
processed and inverter efficiency. Using this data, the ex-
pected inverter efficiency over a period of one year is cal-
culated, and shown in Fig. 1b). We note that, although 
inverter efficiency is rated as 95% at full load, for fractional 
loads lower than 0.5 it may drop well below 90%. Also, 
inverter efficiency is lower than 80% for more than 25% of 
the time. 
 























































Fig. 1. (a) Typical PV inverter output histogram and its corre-
sponding efficiency, (b) Efficiency duration curve. 
 
The multiple-inverter configuration may therefore be 
beneficial. In the case of a failure of one inverter, the re-
maining inverters will continue working and will share the 
additional load imposed on them. In the case that the input 
power is higher than the total rated power of remaining (N-
1) inverters, they will all operate at their rated power. The 
expected energy loss due to the inverter malfunctions over 
the lifetime of the system depends on the number N of 
inverters connected in parallel, and will be a non-
increasing function of N.  
 
A simple control strategy might improve overall multi-
ple-inverter system conversion efficiency. As noted previ-
ously, PV inverter efficiency depends on its fractional load-
ing, which is a probabilistic quantity. In a multiple-inverter 
configuration with N inverters connected in parallel, when 
the total input DC power is lower than the total rated power 
of (N-k) inverters, we might purposely turn-off k inverters, 
which will force the remaining inverters to operate at 
higher fractional loadings, and therefore improve their 
conversion efficiency. This simple control strategy is ex-

















ceilNN DCon ,min  (1) 
 
where Non is the number of inverters that should be online, 
N total number of inverters, PDC total instantaneous DC 
input power, P nominal power of each inverter, and the 
function ceil rounds to the nearest integer towards infinity. 
Note that this control strategy may need to be adjusted in 
the case that the peak conversion efficiency occurs at a 




To quantify the above-mentioned effects, we intro-
duce a coefficient that adjusts the total lifetime PV system 
energy output taking into account inverter-related failures. 
The reliability coefficient is defined as a ratio of the ex-
pected lifetime energy production of the PV system with N 
inverters (including PCU failures), and the energy that a 
single-inverter system would have produced if there were 
no PCU-related failures. The coefficient depends on the 
geographical location of the system, number of inverters, 
their configuration and the underlying random distribution 
of both failure and repair times. 
 
We treat both time between failures (TBF) and repair 
time as random variables. Inverter manufacturers typically 
do not provide failure data, but mean times between fail-
ures (MTBF) between 1 and 16 years have been reported 
based on the field data [1]. These data can be used to 
model the TBF as an exponentially distributed random 
variable, with parameter λ=1/MTBF. Several initiatives 
aimed at collecting the performance data for a large num-
ber of various PV systems are currently taking place, 
which would likely provide better insight into the appropri-
ate distributions and parameter values to be used for 
modeling TBF. 
 
The repair time varies greatly, and can be anywhere 
from couple of hours (for large continuously monitored 
systems), to a couple of months (for remote installations 
and large installations that depend on manufacturer’s ser-
vice). Typically for residential non-monitored systems, it 
includes failure identification period of up to one month 
(using meter data from the utility bill), followed by one to 
two weeks for system repair. For large installations (either 
in size or volume) several monitoring strategies can be 
utilized, ranging from continuous monitoring of system 
performance and comparison with predicted output ob-
tained using meteorological data, to a less frequent 
(weekly, bi-weekly) phone-in of inverter diagnostic data to 
a central computer. The availability of spare parts or a 
spare unit – a situation more probable in the case of a 
system with multiple, standardized inverters may signifi-
cantly decrease the repair time. 
 
To obtain the statistically valid estimate of the coeffi-
cient, we use the Monte Carlo simulation. The 20-year 
lifetime of PV system operation (including failures) is simu-
lated for a given inverter configuration, using randomly 
generated data, obtained using chosen distributions for 
TBF and repair time. The total produced energy is calcu-
lated, and the procedure is then repeated, where for each 
simulation a new set of failure/repair data is randomly 
generated. The result of such Monte Carlo analysis is the 
expected energy production of the system including the 
performance loss due to inverter-related downtimes. The 
value of reliability coefficient is then simply obtained by 
dividing the expected energy production by the energy that 
would have been produced by a single-inverter system if 
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As a numerical example, we use the failure character-
istics (time to failure and repair time) determined using five 
years of field data for the 315kW single-inverter PV system 
installed at the Georgia Tech Aquatic Center in Atlanta, 
GA [3]. We assume that both variables are Weibull distrib-
uted, with corresponding scale (η) and shape (β) parame-
ters estimated from the field data. The Monte Carlo analy-
sis is performed for all three inverter configurations already 
mentioned: string inverters, parallel inverters and parallel 
inverters with selective inverter shutdown in order to main-
tain highest conversion efficiency possible. The corre-
sponding MTBF and mean time to repair (MTTR) are 540 
days and 26 days respectively. 
 
The DC output of the reference single-inverter PV 
system at a given location is simulated using the PV simu-
lation program (PVGRID 7.1 in our example), with weather 
input derived from the TMY2 database that serves as a 
standard database for weather conditions in the US. The 
inverter size for the single-inverter case is determined 
using the condition that the single-inverter system has to 
be able to process all available DC power for 99.5% of the 
time, i.e. only for 0.5% of the time would its power had to 
be limited to its nominal value. The size of each inverter in 
the N-inverter system is appropriately N times lower. This 
approach allows the comparison of results for different 
geographical locations, as the energy output of the PV 
array of the same size will be different for different loca-
tions, and an inverter of different size may be needed. 
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Fig. 3. The performance-adjusting reliability coefficient as a func-
tion of number of inverters in the system (using data from the 
GTAC PV system in Atlanta, GA). 
 
In the case of string inverters, the expected total en-
ergy production does not depend on the number of invert-
ers in the system. If inverters are connected in parallel, 
sharing the total load, the expected energy production 
increases as the number of inverters in the system in-
crease. The sharpest increase is for a two-inverter system, 
where the total expected energy production increases by 
more than 2.5%, compared to the single-inverter system. 
As the number of inverters increases, the law of diminish-
ing returns kicks in, and additional improvements eventu-
ally become negligible. The same behavior is experienced 
in the third case, when only the minimum number of in-
verters is operational at any given time in order to maxi-
mize the conversion efficiency. This strategy yields few 
more percent in energy gain, depending on the number of 
inverters in the system. It is interesting to note that (in this 
example) for systems with three or more inverters, using 
this control strategy, the expected lifetime energy produc-
tion is actually higher than the production of the single-
inverter system that has not experienced a single failure 
throughout its service life. 
 
To demonstrate the effect of distribution parameters, 
Monte Carlo procedure was repeated for several combina-
tions of distribution parameters for both TBF and repair 
time, effectively varying MTBF from 1 to 3 years and 
MTTR from 30 to 60 days. In all cases, the changes in 
MTBF and MTTR are obtained by changing only the ap-
propriate scale (η) parameter, while keeping the shape (β) 
parameter constant. The results are shown in Fig. 4. As 
expected, increasing MTBF increases reliability coefficient, 
while increasing MTTR decreases it. These results are site 
specific; however, the general shapes of the curves are 
similar for several locations considered so far (Atlanta, 
GA, Chicago, IL and Scottsbluff, AZ). Our continuing ef-
forts are geared towards generating a set of coefficient 
































Fig. 4. The dependence of the reliability coefficient on the failure 
characteristics of the inverter and repair time. 
 
OPTIMAL NUMBER OF INVERTERS: 
COST VS. RELIABILITY 
 
The simulations provide a quantitatively demonstra-
tion that multiple-inverter configuration may improve sys-
tem reliability, and reduce production losses due to in-
verter failures. However, multiple inverter configurations 
may have substantially higher up-front and maintenance 
costs that may offset any possible energy gains. We pro-
pose a relatively straightforward procedure to determine 
the optimal number of inverters in a PV system that mini-
mizes the life-cycle costs of such system. 
 
Lifetime revenues from energy production of the PV 
system (20 years) can be estimated using the following 
formula: 
 








1  (2) 
 
where x is the number of inverters in the system, K(x) is 
the reliability coefficient that accounts for inverter failure 
related downtimes, E1 is the total annual energy produc-
tion at a given location for a failure-free single inverter 
system in kWh, c is the energy cost in $/kWh, and r is the 
coefficient that accounts for annual variations in energy 
price and inflation. 
 
Multi-inverter systems usually have higher up-front 
and maintenance costs. The inverter price P is usually 
quoted in $/VA, thus the installation and maintenance 
costs of the multi inverter system can be determined us-
ing: 
 







⋅= 1  (3) 
 
where S is the total installed inverter power, in VA, P(y) is 
the inverter price as a function of its size, expressed in 
$/VA, and m is the coefficient that accounts for the main-
tenance costs. Based on data from [2], we have used the 
following formula for the inverter price (per VA): 
 
( ) 2675.1log1569.0)( +⋅−= yyP  (4) 
 
The total lifetime gain from the system, T(x), ex-
pressed in $, is simply obtained as a difference between 
revenues  E(x) and costs C(x). It is a function of only the 
number of inverters x, which can be used to obtain the 
optimal number of inverters that maximizes the benefits 
over the lifetime of the system. Note that T(x) does not 
include the costs associated with PV array, which are as-
sumed to be the same in all configurations. Fig. 5. shows 
values for T(x) as a function of the number of inverters in 
the system – highest value for T(x) indicating optimal con-
figuration. The parameters used for this analysis were 
MTBF=1 year, MTTR=30 days, c=0.12 $/kWh, r=1.03 and 
m=0.15. In the example considered, a three-inverter sys-






















Parallel invertor configuration with selective inverter turn on/off
 




The importance of including failure related downtime 
in PV system life cycle cost predictions is demonstrated. A 
new performance-adjusting coefficient that accounts for 
system downtimes is proposed, and a straightforward 
analysis for determining the optimal inverter configuration 
is described. Our continuing work will focus on incorpora-
tion of this procedure in a general PV simulation program, 
and investigating the possibility of using other inverter con-
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